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LAMPS
LED LAMPS

COB Technology
The NEW EMERALD range of LED lamps utilises chip-on-board (COB) 
technology to provide energy efficient and long life solutions to replace 
inefficient short life halogen lamps. COB LED’s produce more light 
and less heat, inevitably having a longer life with less performance 
depreciation than a single larger LED of the same input power.

3.5W 3.5W 4.5W 4.5W
R35GU10-WW R35GU10-CW R45GU10-WW R45GU10-CW

Comparable to (halogen): 35W 35W 50W 50W
Power Consumption (W): 3.5 3.5 4.5 4.5
Dimmable: No No No No
Power Factor: ›0.75 ›0.75 ›0.75 ›0.75
Light Output L100 (lm): 275 300 350 375
CCT L100 (K): 3,000 4,000 3,000 4,000
CRI L100: ›80 ›80 ›80 ›80
Efficacy (lm/cctW): 76 81 80 85
Lifetime L70 F10 (hrs): 30,000 30,000 30,000 30,000
Beam Angle (deg): 38 38 38 38
Ingress protection (IP): 20 20 20 20
Length (mm): 55 55 55 55
Diameter (mm): 50 50 50 50
Box Qty: 10 10 10 10
Cap Type: GU10 GU10 GU10 GU10
Weight (kg): 0.06 0.06 0.06 0.06
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