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GEN DL 10 DOWNLIGHT SERIES

@

GEN10DLW GEN10DLSC GEN10DLBLK

TECHNICAL PARAMETERS

Main Features

Housing Colour : White | Satin Chrome | Black
Housing : Aluminium, Twist Lock, Tilt
Cut Out: 280MM

Diameter : @95MM

Packaging : Box Lot 100pcs




GEN DL 15 DOWNLIGHT SERIES I

GEN15DLW GEN15DLSC GEN15DLBLK

TECHNICAL PARAMETERS

Main Features

Housing Colour : White | Satin Chrome | Black
Housing : Steel Fixed

CutOut: @55MM

Diameter : @80MM

Packaging : Box Lot 100pcs

GEN DL 17 DOWNLIGHT SERIES I

GEN17DLW GEN17DLSC GEN17DLBLK

TECHNICAL PARAMETERS

Main Features

Housing Colour : White | Satin Chrome | Black
Housing : Aluminium, Fixed

Cut Out: ?58MM

Diameter : @78MM

Packaging : Box Lot 100pcs



GEN DL 18 DOWNLIGHT SERIES I

GEN18DLW GEN18DLSC GEN18DLBLK

TECHNICAL PARAMETERS

Main Features

Housing Colour: White | Satin Chrome | Black
Housing : Aluminium Twist Lock, Fixed
Cut Out: @70MM

Diameter: @81TMM

Packaging : Box Lot 100pcs

GEN DL 21 DOWNLIGHT SERIES I

@) /@ O

GEN21DLW GEN21DLSC GEN21DLBLK

TECHNICAL PARAMETERS

Main Features

Housing Colour : White | Satin Chrome | Black
Housing : Aluminium, Tilt

Cut Out: @74MM

Diameter : @83MM

Packaging : Box Lot 100pcs




GEN DL 51 DOWNLIGHT SERIES

GEN51DLW GEN51DLSC

TECHNICAL PARAMETERS

Main Features

Housing Colour : White | Satin Chrome
Housing : Steel, Tilt

Cut Out: @85MM

Diameter : @100MM

Packaging : Box Lot 100pcs
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INTERIOR LIGHTING
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GEN T1 TRACKLIGHT SERIES .
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T1TRACK 1 M TRACK CONNECTOR

TECHNICAL PARAMETERS

Main Features

Housing : Aluminium

Housing Colour : Black

Lamp Base: GU10 Lamp Holder (Lamp Excluded)
Ingress Protection : IP20

Spotlight Track Wire : 2 Wire

Track Length : 1 Meter

Track Wire : 3 Wire, 2 Phase Track

Connection: GEN Connector




GEN GU10 LAMPS

INTERIOR LIGHTING
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GEN GU10 5.5W LAMPS I
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GEN5.5WGU10NW1 GEN5.5WGU10CW1 GEN5.5WGU10WW1

TECHNICAL PARAMETERS

Main Features

Power Consumption : 5.5W

Correlated Colour Temperature(CCT) : 3000K | 4000K | 6500K
Luminous Flux(lm) : 495|m

Beam Angle: 100°

Input Voltage : 240V - 50Hz

Colour Rendering Index : CRI80

Dimming : Non Dimmable
Warranty : 2 Year Warranty

Box Lot : 200pcs




GEN GU10 7W ND LAMPS I

GEN7WGU10WWND GEN7WGU10CWND  GEN7WGU10NWND

TECHNICAL PARAMETERS

Main Features

Power Consumption : 7W

Correlated Colour Temperature(CCT) : 3000K | 4000K | 6500K
Luminous Flux(Im) : 560Im

Beam Angle: 38°

Input Voltage : 240V - 50Hz

Colour Rendering Index : CRI80

Dimming : Non Dimmable
Warranty : 2 Year Warranty
Packaging : Box Lot 100pcs
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GEN GU10 7W LAMPS I
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GEN7WGU10WW GEN7WGU10CW GEN7WGU10NW

TECHNICAL PARAMETERS

Main Features

Power Consumption: 7W

Correlated Colour Temperature(CCT) : 3000K | 4000K | 6500K
Luminous Flux(Im) : 600Im

Beam Angle: 38°

Input Voltage : 240V - 50Hz

Colour Rendering Index : CRI80

Dimming : Dimmable

Warranty : 2 Year Warranty
Packaging : Box Lot 100pcs



GEN GU10 LAMP HOLDER I
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GENGU10LH

TECHNICAL PARAMETERS

Main Features

Input Voltage : 220V-240V
Accessories : Complete With Bracket
Compliance: SABS Approved
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INTERIOR LIGHTING
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GEN A60 9W LAMPS I
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GENAG0/9W/E27/NWN GENA60/9W/B22/NWN

TECHNICAL PARAMETERS

Main Features

Power Consumption : ow

Correlated Colour Temperature(CCT) : 6500K
Luminous Flux(Im) : 810Im

Input Voltage : 240V - 50Hz
Colour Rendering Index : CRI80

Power Factor : PF >0,7

Lamp Base: E27 | B22
Dimming : Non Dimmable
Warranty : 2 Year Warranty

Packaging : Box Lot 100pcs




GEN A60 7W LAMPS
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GENA60/7W/E27EMG

TECHNICAL PARAMETERS

Main Features

Power Consumption :
Correlated Colour Temperature(CCT) :
Luminous Flux(lm) :

Input Voltage :

Emergency Discharge Time:
Lamp Base:

Colour Rendering Index :
Warranty :

Dimming:

Warranty :

Packaging :

7W

6500K

560Im

240V - 50Hz

+6 Hours

E27

Non Dimmable
CRI80

Non Dimmable
1 Year Warranty
Box Lot 100pcs

GEN A70 9W LAMPS
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N

GENA70/9W/E27EMG

TECHNICAL PARAMETERS

Main Features

Power Consumption :
Correlated Colour Temperature(CCT) :
Luminous Flux(Im) :

Input Voltage :

Emergency Discharge Time:
Lamp Base :

Colour Rendering Index :
Warranty :

Dimming:

Warranty :

Packaging :

oW

6500K

650Im

240V - 50Hz
+6 Hours

E27

Non Dimmable
CRI80

Non Dimmable
1 Year Warranty
Box Lot 100pcs



GEN T8 TUBES

INTERIOR LIGHTING

GEN T8 4FT & 5FT TUBES I
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GENT8SLED4FT16W  GENTSLED5FT22W

TECHNICAL PARAMETERS

Main Features

Power Consumption : 16W (4FT) | 22W (5FT)
Correlated Colour Temperature(CCT) : 6500K

Luminous Flux(Im) : 1600Im (4FT) | 2200Im (5FT)
Input Voltage : 240V - 50Hz

Housing : Single Ended Glass Body
Warranty : 2 Year Warranty

Box Lot : 25pcs




GEN LINEAR BATTEN

INTERIOR LIGHTING
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GEN LINEAR BATTEN
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GENBAT2FTLED18W GENBATAFTLED36W GENBATSFTLED48W

TECHNICAL PARAMETERS

Main Features

Size L*W*H (mm) : 2FT (600%75*25) | 4FT (1200%75*25) | 5FT (1500%75%25)
Power Consumption : 18W | 36W | 48W

Luminous Efficacy : 1440lm | 2880Im | 3850lm

Correlated Colour Temperature(CCT) : 6500K

Housing: ALUMINIUM + PC LED LINEAR

Power Factor : PF >0.6

Ingress Protection : IP20

Warranty : 2 Year

Box lot: 30pcs




GEN BACKLIT PANEL

INTERIOR LIGHTING
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GEN BACKLIT PANEL .
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GENPAN6060/40WCCT3/5Y GENPAN60WCCT3/5Y

TECHNICAL PARAMETERS

Main Features

Power Consumption : 40W | 60W

Size: 600*600 | 1200*600
Luminous Efficacy : 120Im/W

Correlated Colour Temperature(CCT) : 3CCT (4000K - 5000K - 6500K)
Driver Type: Flicker Free Driver

Ingress Protection : 1P20

Warranty : 5 Year

Packaging : 8pcs (600x600) | 6pcs (1200x600)




| GEN ROUND PANEL LIGHTS

INTERIOR LIGHTING
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GEN ROUND RECESSED PANEL I
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GEN6WRND GENSWRND GEN12WRND GEN18WRND GEN24WRND

TECHNICAL PARAMETERS

Main Features

Power Consumption : 6W |9W  |12W  [18W | 24W

Luminous Efficacy : 480Im | 810Im | 1080Im | 1620Im | 2160Im

Cutout Size (mm) : ®105 | @125 | @150 | @195 |9270

Product Size (mm): ©90*28 | ©120%28 | ©170%28 | $220.7+29 | $296*29
Input Voltage : AC220V-240V

Correlated Colour Temperature(CCT) : 3CCT (3000K|4000K|6500K)

Power Factor : >0.5 (6W-12W) | >0.9 (18W-24W)

Colour Rendering Index : Ra80




GEN ROUND SURFACE PANEL NN

GEN18WRNDSM  GEN24WRNDSM

TECHNICAL PARAMETERS

Main Features

Power Consumption : 18W | 24w

Luminous Efficacy : 1620lm | 2160Im

Product Size (mm): ®217%31 | ©290%*31

Input Voltage : AC220V-240V

Correlated Colour Temperature(CCT) : 3CCT (3000K|4000K|6500K)
Power Factor : >0.9

Colour Rendering Index : Ra80




GEN RECHARGEABLE FAN

INTERIOR FAN
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GENFAN10W/REG GENFAN10W/REG/BLK

TECHNICAL PARAMETERS

Main Features

Power Consumption : 10W - 555 Driver

Battery : 18 650 LITHIUM BATTERY 10000 maH, 7.4V
Charger: 8V1.5A CHARGER 1M - DC5521 PINS
Working Modes : 3 Wind Speed

Blade Count : 5 pcs

Size(mm) : 430%*102%1.0

Diameter : 400mm

Weight : 2kg

Packaging : P1 PC/CTN, 51,5%15,5%43.5:6 KG




| GEN CEILING FAN

INTERIOR LIGHTING & FAN

GEN CEILING FAN I—
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GENYX20/WH GENYX20/BLK

TECHNICAL PARAMETERS

Main Features

Power Consumption : 38W (NW/WW) | 51W (CW)

Colour Temperature : NW | WW | CW | Memory Function

Motor : Low Voltage Copper Motor | Speed : 220-240V
Input Voltage : AC110-265V

Blade Material : ABS - 809 4pcs

Accessories : Remote Control - Optional two directions







